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1
MEASURING INSTRUMENT AND
MEASURING METHOD FEATURING
DYNAMIC CHANNEL ALLOCATION

CROSS-REFERENCE TO RELATED
APPLICATION

The present application is a national phase application of
PCT Application No. PCT/EP2010/000810, filed on Feb. 10,
2010, and claims priority to German Patent Application No.
DE 10 2009 018 778.2, filed on Apr. 24, 2009, the entire
contents of which are herein incorporated by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to a measuring device, of which the
measurement channels are dynamically assigned to its ports,
and a corresponding measuring method.

2. Discussion of the Background

A vectorial network analyzer is conventionally used to
determine the scattering parameters of a device under test.
The ports for the test signals are generally allocated to the
measurement channels on such a measuring device in a fixed
manner. The allocation is identified by labelling the ports on
the housing of the measuring device.

However, with this fixed allocation, it is disadvantageous
that the user of the measuring device must match a measuring
task to be implemented with the allocation. This means that,
under some circumstances, the user must take into account a
more complex wiring, in order to perform the measuring task.
Alternatively, the user is forced to convert the determined
scattering parameters into a required form.

Regarding the technical background, DE 10 2006 023 914
Al discloses an oscilloscope with a fixed allocation of the
ports to measurement channels with a preview display.

SUMMARY OF THE INVENTION

The invention advantageously provides ameasuring device
and a measuring method, which allow great flexibility with
regard to the connection of the device under test, without
requiring costly, retrospective calculations.

A measuring device according to the invention comprises a
control device, at least two ports, at least two measurement
channels and at least two display devices. The control device
assigns ports to the measurement channels and connects the
measurement channels internally, at least logically, to these
ports. A display device is allocated here to each port. The
display devices allocated to the ports display information
relating to the present assignment and/or utilisation of the
respective ports. Accordingly, a very simple connection of a
device under test is possible.

Each port and the allocated display device are preferably
disposed in close spatial proximity. Accordingly, a simple
allocation of each display device to the port is guaranteed for
the user. Simple operation is achieved in this way.

At least two display devices are preferably combined to
form a display unit. The display unit is preferably allocated to
at least two ports. This therefore reduces the manufacturing
costs for the measuring device.

The display devices advantageously display information
through color coding and/or through pattern. This further
simplifies intuitive operability.

The display devices are preferably each embodied in an
annular shape around the allocated ports. A very good allo-
cation of the display devices to the ports is achieved in this
manner.
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The information displayed by the display devices advanta-
geously indicates measurement channels of the measuring
device assigned to the allocated ports. The allocation of the
measurement channels and ports is, therefore, clearly visible.

The information displayed by the display devices prefer-
ably relates to calibrations of the allocated ports. The infor-
mation displayed by the display devices advantageously indi-
cates implemented calibrations of the allocated ports and/or
types of implemented calibrations. A user can therefore
readily identify whether a calibration for a determined mea-
surement is already present.

The information displayed by the display devices prefer-
ably characterises signals output by means of the ports. The
information displayed by the display devices advantageously
indicates frequencies and/or powers of signals output by
means of the ports. This guarantees a clear and simple con-
nection of a device under test.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention is described below by way of example with
reference to the drawings, in which advantageous exemplary
embodiments of the invention are shown. The drawings are as
follows:

FIG. 1 shows ablock-circuit diagram of a network analyzer
usable in connection with the invention;

FIG. 2 shows an exemplary embodiment of a block-circuit
diagram of the measuring device according to the invention;

FIG. 3 shows a first exemplary embodiment of the display
of the measuring device according to the invention;

FIG. 4 shows a second exemplary embodiment of the dis-
play of the measuring device according to the invention;

FIG. 5 shows a third exemplary embodiment of the display
of the measuring device according to the invention;

FIG. 6 shows an exemplary embodiment of the flow chart
of the measuring method according to the invention.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS OF THE INVENTION

Firstly, the structure and the method of functioning of an
exemplary measuring device are explained with reference to
FIG. 1. An exemplary embodiment of the measuring device
according to the invention is then illustrated by means of FIG.
2. With reference to FIGS. 3 to 5, the structure and method of
functioning of different display devices are visualised on the
basis of several exemplary embodiments of the measuring
device according to the invention. Finally, the method of
functioning of an exemplary embodiment of the measuring
method according to the invention is shown with reference to
FIG. 6. The presentation and description ofidentical elements
in similar drawings has in some cases not been repeated.

FIG. 1 shows ablock-circuit diagram of a network analyzer
usable in connection with the invention. The exemplary mea-
suring device shown here is a vectorial network analyzer. A
signal generator 30 is connected to a level adjustment device
31. The level adjustment device 31 is connected to a switch
46. The switch 46 is connected to a first signal distributor 32
and a second signal distributor 33. The signal distributors 32,
33 are each connected to a directional coupler 34, 35 and a
reference receiver 42, 43. The directional couplers 34, 35 are
each connected to a port 37, 38. A device under test 36 is
connected by means of the ports 37, 38. The test receivers 40,
41 are further connected to the directional couplers 34, 35. A
local oscillator 39 is connected to the test receivers 40, 41 and
the reference receivers 42, 43. The test receivers 40, 41 and
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the reference receivers 42, 43 are connected to a processing
device 44. The processing device 44 is further connected to a
display device 45.

To implement a measurement with the vectorial network
analyzer, a calibration must first be performed. For this pur-
pose, several calibration standards are terminated one after
the other in place of the device under test 36. While each
calibration standard is connected, a calibration measurement
is implemented. Here, the signal generator 30 supplies the
calibration standard with a signal. The signal generated by the
signal generator 30 is matched in its level by the level adjust-
ment device 31. The switch 46 conducts the signal via one of
the signal distributors 32, 33 and one of the directional cou-
plers 34, 35 to one of the ports 37, 38, to which the calibration
standard is connected. In the example shown here, the signal
supplied by the signal generator 30 is transmitted from the
switch 46 to the signal distributor 32 and via the directional
coupler 34 to the port 37. A part of the signal is reflected by the
calibration standard and transmitted from the directional cou-
pler 34 to the test receiver 40. Provided the calibration stan-
dard is a transmissive calibration standard, a part of the test
signal is output at the port 38 and transmitted from the direc-
tional coupler 35 to the test receiver 41. The test receivers 40,
41 are supplied with a reference signal by the local oscillator
39. The test receivers 40, 41 mix each received test signal with
the reference signal, digitize it, and relay it to the processing
device 44.

The signal generated by the signal generator 30 is then
conducted from the signal distributor 32 to the reference
receiver 42. The reference receiver 42 also receives a refer-
ence signal from the local oscillator 39. Like the test receivers
40, 41, the reference receiver 42 also mixes the reference
signal with the test signal and digitizes the resulting signal. It
also relays it to the processing device 44.

In the case of the dual-port calibration shown here, the
measurement is repeated for each calibration standard in both
signal directions, that is, both switch positions of the switch
46. These measurements are subsequently repeated for sev-
eral calibration standards. A calibration of the vectorial net-
work analyzer is implemented by means of the calibration
measurements.

The vectorial network analyzer shown here comprises only
two ports, which correspond to the two connections 37, 38. If
a calibration is implemented using a transmissive calibration
standard, both ports of the vectorial network analyzer are
calibrated together. This means that measurements of trans-
missive devices under test are possible with a very small error.
If only a single calibration was implemented by means of a
non-transmissive calibration standard (single port calibra-
tion) the ports of the vectorial network analyzer are not cali-
brated together. Only measurements of reflexive devices
under test can be implemented with a small error. However, in
this case, a repetition of measurements with different signal
directions is also not necessary.

If'a network analyzer with a large number of test ports, for
example, 4 test ports, is to be completely calibrated, a repeti-
tion of the measurements for two signal directions is not
sufficient. On the contrary, all possible signal directions
between the test ports must be calibrated. One type of appli-
cation with more than two used test ports is described in
greater detail with reference to FIG. 3.

The measurement of a device under test 36 is implemented
in a similar manner to the calibration measurement shown.
The determined measurement results are corrected by means
of a correction calculation. The results of the calibration
measurements are used for this correction calculation. The
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results of the correction calculation are displayed by the pro-
cessing device 44 on the display device 45.

According to the invention, measuring devices with an
arbitrary number of test ports are used.

FIG. 2 shows a block-circuit diagram of an exemplary
embodiment of the measuring device according to the inven-
tion. A housing 1 contains a first display device 2, a process-
ing device 3, several ports 6, 7, 8, 9, and several second
display units 10, 11, 12, 13. Furthermore, the housing 1
contains an input device 5 with several operating elements 4.
Here, the processing device 3 is connected to the first display
device 2, the second display devices 10 to 13, the input device
5 and the ports 6 to 9.

A device under test is connected to the measuring device
through at least one of the ports 6 to 9. The processing device
3 assigns the individual ports 6 to 9 to the measurement
channels. Here, the assignment of the measurement channels
is optionally shown by the processing device 3 on the second
display devices 10 to 13. Furthermore, the processing device
3 controls the measurement process. A user inputs informa-
tion related to the measurement, for example, the type of
measurement to be implemented, through the input device 5.
The processing device 3 displays results of the measurement
on the first display device 2. The information displayed on the
second display devices 10 to 13 is described in greater detail
with reference to FIGS. 2 to 4.

FIG. 3 shows a first exemplary embodiment of the display
of the measuring device according to the invention. The pre-
sentation largely corresponds with the presentation from FIG.
2. However, only a front view of the measuring device accord-
ing to the invention is shown here. The processing device 3
from FIG. 1 is located in the interior of the measuring device
according to the invention and is therefore not shown here.
Moreover, the connections of the individual elements are
made on the rear side and are not shown here.

In the measuring task shown here, a first measurement
channel is assigned to the port 6. A third measurement chan-
nel is assigned to the port 7. A second measurement channel
is assigned to the port 8. The display device 10a is assigned to
the first port 6. The display device 11a is assigned to the
second port 7. The display device 12a is assigned to the third
port 8. The assignment of the channels to each port is shown
on the display device allocated in each case. The first display
device 10a accordingly displays the abbreviation CH1, while
the second display device 11a displays the abbreviation CH3.
The third display device 12a displays the abbreviation CH2.
If difficulties arise for the user from connecting the cables to
the ports 6, 7, 8 of the measuring device according to the
invention, the user can readily perform a re-assignment of the
channels to other ports.

The display devices 10a, 11a, 12a also display a calibration
status. For example, a calibration of the ports 6, 7 and 8 was
implemented in each case with all of the other assigned ports
6, 7 and 8. Accordingly, the abbreviation CAL1,2,3 is dis-
played by the display device. If a calibration of all four ports
had been implemented, an abbreviation CAL1-4 would be
displayed in all display devices 10a, 11a, 124, 13a. If just a
single port calibration had been implemented, the abbrevia-
tions could then be CAL1, CAL2 or CAL3. Alternatively or
additionally, a display of the direction of the implemented
calibration is possible. An abbreviation CAL21 could there-
fore be displayed, for example, for a calibration only in a
forward direction. A display of the type of implemented cali-
bration is also possible, that is, a display of the type of the
calibration standard and/or of the calibration method used.

Already implemented calibrations for the different ports
and assignments are buffered by the processing device 3 from
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FIG. 1. If a port or a combination of ports is used again, the
buffered calibration is used, provided a re-calibration is not
required.

FIG. 4 shows a second exemplary embodiment of the dis-
play of the measuring device according to the invention. This
presentation also largely corresponds to the presentations in
FIG. 2 and FIG. 3. The display devices 105, 115 are however
combined here into a common display unit 15. Similarly,
display devices 126 and 135 are combined into a common
display unit 16. In this manner, the measuring device can be
constructed using a smaller number of independent display
devices. The manufacturing cost can be reduced accordingly.

By means of display devices 105, 1156 and in contrast to
FIG. 2 the assignment of the channels and the calibration
status is not shown here, but instead the function of the
respective ports 6, 7. Accordingly, port 6 is used in this exem-
plary embodiment for the output of a test signal with a fre-
quency of 5 GHz and an output power of 1 W. The port 7 is
used in this exemplary embodiment for the measurement of a
test signal with a frequency of 5 GHz with a maximum per-
mitted reception power of 1 W. Alternatively, the currently
measured power can be displayed. These displays guarantee
a simple and clear connectivity of the device under test. A
linking of two ports at the transmitting end and/or the receiv-
ing end of a differential measurement can also be displayed
on the display devices 6, 7, 8, 9. A frequency range of an
output sweep signal or a frequency range measured from a
port can be displayed. Furthermore, the display devices can
be used to display a voltage output or measured by the respec-
tive port or a corresponding current, for example, if the net-
work analyzer is operated with a bias-T.

FIG. 5 shows a third exemplary embodiment of the display
of the measuring device according to the invention. This
presentation also largely corresponds to the presentations in
FIGS. 2 to 4. The display devices 10c¢ to 13¢ however differ
considerably here from the display devices in FIGS. 2 to 4.
The display devices 10c¢ to 13¢ accordingly comprise annular
structures, which are arranged directly around the ports 6 t0 9.
The display devices 10c¢ to 13¢ can each display a color and/or
a pattern. Only by means of display device 2 can the assign-
ment be directly identified. Accordingly, a key to the colors
and/or patterns of display devices 10c¢ to 13¢ with their
respective meanings is shown on display device 2. Alterna-
tively, a presentation of possible measuring curves and sig-
nals in the color and/or with the pattern of the display devices
10cto 13¢ on display device 2 is also conceivable. This means
that display devices 10c to 13¢ each display a color and/or a
pattern, which is also used to display a signal which is mea-
sured or output by the relevant port 6 to 9 on display device 2.

FIG. 6 shows an exemplary embodiment of the measuring
method according to the invention. Starting from an arbitrary
calibration status of the measuring device, the assignment of
the ports used to the measurement channels of the measuring
device takes place in a first step 60. Here, the sequence of
ports necessary to obtain a scattering matrix of the device
under test is taken into consideration as a result of the mea-
surement. In a second step 61, the ports are connected at least
logically to the allocated measurement channels of the mea-
suring device. The connection can be made physically here by
means of switches. Alternatively, the connection is imple-
mented through software. This means it is specified which
measurement channels and/or reference channels are selected
and displayed.

The assignment of the ports to the measurement channels is
displayed in a third step 62 by means of display devices,
which are arranged in the immediate proximity of the ports.
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Ifa necessary calibration, for example, a transmissive cali-
bration, for the chosen assignment of the ports to the mea-
surement channels, has not yet been carried out, this is imple-
mented in an optional fourth step 63. In this manner, a
calibration measurement is achieved by connecting one or
more calibration standards to the ports. By preference, several
consecutive calibration measurements are undertaken on dif-
ferent calibration standards. A display on the display devices
of each of the calibration standards to be connected is also
possible here.

In a fitth step 64, the calibration status of the ports is shown
by means of the display devices arranged in the proximity of
the ports. This allows a presentation of the subsequent cali-
bration of a port, as well as a presentation of the type of
calibration implemented. If, for instance, a transmissive cali-
bration of ports 1 and 2 is implemented, the abbreviation
CAL1,2 would be shown on both of the display devices.

The invention is not limited to the exemplary embodiment
presented. Accordingly, any information relating to the
respectively allocated ports can be shown by the display
devices. A combination of more than two display devices with
display units is also conceivable. All of the features described
above or features shown in the drawings can be advanta-
geously combined with one another as required within the
scope of the invention.

The invention claimed is:

1. A measuring device comprising:

a control device,

at least two ports,

at least two measurement channels,

a first display device configured to display results of mea-
surements,

wherein the control device assigns ports to the measure-
ment channels and connects the measurement channels
to these ports internally,

at least two second display devices, wherein precisely one
second display device is allocated to every port,

wherein the second display devices allocated to the ports
display information relating to a present assignment
and/or utilization of the respective ports,

wherein, when difficulties arise from connecting the mea-
surement channels to assigned ports, a user can operate
the control device to re-assign other ports to the mea-
surement channels, and

wherein the first display device and the second display
devices are not identical.

2. The measuring device according to claim 1,

wherein the respective port and the allocated display
device are disposed in direct spatial proximity.

3. The measuring device according to claim 1,

wherein at least two display devices are combined to form
a display unit, and wherein the display unit is allocated
to at least two ports.

4. The measuring device according to claim 1,

wherein the display devices display information through
color coding and/or through pattern.

5. The measuring device according to claim 1,

wherein the display devices are embodied respectively in
an annular shape around the allocated ports.

6. The measuring device according to claim 1,

wherein the information displayed by the display devices
displays measurement channels of the measuring device
assigned to the allocated ports.

7. The measuring device according to claim 1,

wherein the information displayed by the display devices
relates to calibrations of the allocated ports.
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8. The measuring device according to claim 1,

wherein the information displayed by the display devices
displays implemented calibrations of the allocated ports
and/or types of implemented calibrations.

9. The measuring device according to claim 1,

wherein the information displayed by the display devices

characterizes signals output by the ports.

10. The measuring device according to claim 1,

wherein the information displayed by the display devices

displays frequencies and/or powers of signals output by
the ports.

11. The measuring device according to claim 2,

wherein at least two display devices are combined to form

a display unit, and wherein the display unit is allocated
to at least two ports.

12. The measuring device according to claim 2,

wherein the display devices display information through

color coding and/or through pattern.

13. The measuring device according to claim 2,

wherein the display devices are embodied respectively in

an annular shape around the allocated ports.

14. A measuring method using a measuring device with at
least two ports, and at least two measurement channels,
wherein the method comprises:

assigning of ports to measurement channels;

internally connecting of the ports and of the assigned mea-

surement channels,

providing a first display device configured to display

results of measurements,

providing at least two second display devices, wherein

precisely one second display device is allocated to every
port,
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displaying of measured results by the first display device,

displaying of information by the second display devices
allocated to the ports, which information displays a
present assignment and/or utilization of the respective
ports, and

re-assigning other ports to the measurement channels,
when difficulties arise from connecting the measure-
ment channels to assigned ports,

wherein the first display device and the second display
devices are not identical.

15. The measuring method according to claim 14,
wherein the information from the display devices is dis-
played through color coding and/or through pattern.

16. The measuring device according to claim 15,

wherein information which displays measurement chan-
nels of the measuring device allocated to the assigned
ports is displayed by the display devices.

17. The measuring method according to claim 14,

wherein information which relates to calibrations of the
allocated ports is displayed by the display devices.

18. The measuring method according to claim 14,

wherein information which characterizes signals output by
the ports is displayed by the display devices.

19. The measuring device according to claim 16,

wherein information which displays measurement chan-
nels of the measuring device allocated to the assigned
ports is displayed by the display devices.

20. The measuring method according to claim 15,

wherein information which relates to calibrations of the
allocated ports is displayed by the display devices.
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